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Twin tapered pivot rubber bonded
Nylon bushes (Polymide bush optional)
Common length torque arms for
standard spread

Interchangeable parts used throughout
Easy adjustable radius rods for axle
alignment

Long life wear resistance cast steel
brackets

Suitable spring seats for round or
square axle beam

Available in different axle spread design
Available in overslung and undersiung
mounting

SUSPENSION

Engineered to move

CAST STEEL
MECHANICAL
SUSPENSION

Suspension is a rugged
yet light weight suspension
built to suit all makes and
types of trailers.

Suspension
design features offer greater
payload, reduced maintenance
and maximised profits.




Engineered to move

TMC SUSPENSION SPECIFICATIONS

Model Capacity at ground (Tonnes) No. Of leaf spring  Spring centre dim A (mm) Axle centre dim D (mm)
TMC 1/8 11 8 1020 -
TMC 1/8HD 13 8HD 1020 -
T™™C1/9 13 9 1020 -
TMC 2/8/1360 22 8 1190 1360
TMC 2/8/1528 22 8 1274 1528
TMC 2/8HD/1360 26 8HD 1190 1360
TMC 2/8HD/1528 26 8HD 1274 1528
TMC 2/9/1360 26 9 1190 1360
TMC 2/9/1528 26 9 1274 1528
TMC 3/8/1360 33 8 1190 1360
TMC 3/8HD/1360 39 8HD 1190 1360
TMC 3/9/1360 39 9 1190 1360

UNLADEN HEIGHT dim H (at 127mm Dia axle tube)

Spring type Ultra low seat (mm) Low seat (mm) Medium seat (mm) High seat (mm)
8 405 430 455 480
8HD 420 445 470 495
9 420 445 470 495

TMC Australia Pty Ltd. TMC Axle Manufacturing Sdn Bhd.

TMC Transport Equipment (Asia) Pte. Ltd.

Wuhan TMC Axle Corporation Ltd

78 Star Crescent, PO Box 5028, Hallam,
Victoria 3803, Australia.

Ph 03 8786 3688, Fax 03 8786 3699,
Email info@tmcaus.com.au

No 79 & 80 Jalan 5/10B, Spring Crest
Industrial Park, 68100 Batu Caves,Kuala
Lumpur, Malaysia.

Ph 03 6187 7788 Fax 03 6187 6722
Email info@tmc.com.my

Web www.tmc.com.my

No. 21, Toh Guan Road East,
Toh Guan Centre, #05-28,
Singapore 608609

Telephone: (65) 63162685
Fax: (65) 63162685

Email: khdtan@singnet.com.sg

A member of The | I rumas Group

Lianhu Road, Wuhan Economi &
Technological Development Zone,
Hubei, 430056, China

Tel: (86) 2784472588, 84472676
Fax: (86) 2784291519

Email: tmcwh@china.com
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